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The Silvent 1100 series is used in applications requiring high
blowing forces at long blowing distances. The product is avail-
able in three sizes: 1104 = 4 nozzles, 1107 = 7 nozzles, and
1112 = 12 nozzles. The 1100 series is equipped with a valve
grip (OGV) for manual blowing and without a valve (NHL) for
fixed installations. The tool is capable of producing blowing
forces of up to 50 N. Connection G - 3/4”. Used in steel mills,
paper mills, and foundries for cleaning, cooling, drying, etc.
Meets OSHA safety standards. Patented.

PRODUCT INFORMATION

ACCESSORY

11121104 1107

REPLACE OPEN PIPE OF DIAMETERS:

8 - 16 mm

3/8” - 5/8”

BENEFITS
Reduces the noise level 15 - 19 dB(A)

Decreases air consumption 36 - 52 %

Safety nozzle Meets OSHA standards
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An adjustable joint for the 400, 1100, and 1200 series. Since the
joint permits adjustment to any angle, fixed installations can be
set to the most efficient blowing angle. The desired position can
then be locked with an Allen set screw. 3/4”connection.

UBJ

Max. operating pressure: 1.0 MPa (143 psi).

Further information in: Technical specifications.

Further  information in: Accessories.

AIR CONE PATTERN

150(6") 300(12")
DISTANCE

450(18")

ØD1

ØD2

ØD3

ORDER NO./ MODEL

1104

1107

1112

Ø D1
mm      ”

Ø D2
mm      ”

Ø D3
mm      ”

140 5.51 220 8.66 310 12.20

160 6.30 260 10.24 360 14.17

210 8.27 325 12.80 450 17.72
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AND FIXED APPLICATIONS
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Order no. : Silvent 1104-UBJ-OGV
Silvent 1107-UBJ-OGV
Silvent 1112-UBJ-OGV

Function: Same as above.

DIMENSIONER
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Order no. : Silvent 1104-OGV-UBJ (4 nozzles)
Silvent 1107-OGV-UBJ (7 nozzles)
Silvent 1112-OGV-UBJ (12 nozzles)

Function: The blowing tool is equipped with a locking one-
grip valve (OGV) and a universal ball joint (UBJ).
The joint allows rotation and setting of different blow-
ing angles without having to change fixed equip-
ment.

Order no. : Silvent 1104-NHL
Silvent 1107-NHL
Silvent 1112-NHL

Function: Blowing tool, without valve, for fixed installations.

Order no. : Silvent -OGV-3/4”
Function: A complete OGV valve without a nozzle. The valve

allows variable adjustment of the blowing force from
0 to max. flow. The valve has a locking function in
the max. position.
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