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SILVENT 366:  a quiet and efficient air knife with six angled 

SILVENT 961 flat nozzles and a specially designed aluminum manifold. 

The small mounting dimensions make these air knives suitable for 

machine designs where space is limited. Generates a broad but flat 

air cone and combines the advantages of low noise level, low air 

consumption and high blowing efficiency. SILVENT 366 creates an air 

cone spread of 225 mm (8.86”) at a distance of 150 mm (6”). Blowing 

force = 19.8 N (4.4 lbs). Fully meets OSHA safety regulations and the 

demands the EU Machine Directive makes on the amount of airborne 

noise generated by machines. Patented.

Order no:  366
Replace open pipe Ø 10 mm (3/8”)
Blowing force 19.8 N (4.4 lbs)
Air consumption 117 Nm3/h (68.9 scfm)
Sound level 89.5 dB(A)
Blowing pattern Flat
Connection G 3/8" 3/8"-18 NPT
Dimensions 172x23x38.5 (6.77x0.90x1.52”)
Material Zinc
Max temp 70°C (158 °F)

For more technical information, see page 146 or visit our website 
at silvent.com.
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Noise reduction 78% Air/cost savings 37%

BLOwING PATTErN

ALTErNATIVES

Order no:  362 Order no:  364

Order no:  3302

AccESSOrIES

Order no:  KVM 38 Order no:  Sr 34


